
DETAIL No.STANDARD  CUT AND CAPS FOR
WATER LINEEFFECTIVE: 07/01/22

A.

C.

B.

D.

AutoCAD SHX Text
%%UTYPICAL CUT AND PLUG

AutoCAD SHX Text
6000.20

AutoCAD SHX Text
1871

AutoCAD SHX Text
R

AutoCAD SHX Text
C

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
A

AutoCAD SHX Text
T

AutoCAD SHX Text
N

AutoCAD SHX Text
,

AutoCAD SHX Text
R

AutoCAD SHX Text
O

AutoCAD SHX Text
H

AutoCAD SHX Text
C

AutoCAD SHX Text
A

AutoCAD SHX Text
Y

AutoCAD SHX Text
I

AutoCAD SHX Text
O

AutoCAD SHX Text
L

AutoCAD SHX Text
R

AutoCAD SHX Text
PUMPABLE FLOWABLE FILL INJECTION POINT

AutoCAD SHX Text
EXISTING WATER LINE CUT AND CAP

AutoCAD SHX Text
CONCRETE THRUST BLOCK COVER PIPE WITH CONCRETE MINIMUM OF 6" COVER IN ALL DIRECTIONS. MEETING THE THRUST BLOCK REQUIREMENT FOR A PLUG.

AutoCAD SHX Text
NOTES: : 1. CLOSE VALVES TO KILL LINE. 2. SEVER AND REMOVE PIPE SECTION. 3. BLIND FLANGE TO TEE OR EXISTING     PIPING. 4. PLUG OR CAP ABANDONED PIPE END. 5. INSTALL THRUST BLOCK.

AutoCAD SHX Text
TYPICAL IN-LINE PIPE  CUT AND PLUG

AutoCAD SHX Text
TYPICAL IN-LINE PIPE CUT AND RESTRAINED PLUG

AutoCAD SHX Text
PERMANENT PLUG

AutoCAD SHX Text
LENGTH AS SHOWN ON DRAWINGS

AutoCAD SHX Text
ABANDONED EXISTING PIPE  TO BE FILLED  WITH PUMPABLE FLOWABLE FILL

AutoCAD SHX Text
EXISTING PIPE TO BE ABANDONED AND  REMOVED 

AutoCAD SHX Text
3 LF CLASS 'B' CONCRETE

AutoCAD SHX Text
PUMPABLE FLOWABLE FILL INJECTION POINT

AutoCAD SHX Text
PERMANENT PLUG

AutoCAD SHX Text
LENGTH AS SHOWN

AutoCAD SHX Text
ABANDONED EXISTING PIPE  TO BE FILLED  WITH PUMPABLE FLOWABLE FILL

AutoCAD SHX Text
REMOVE 4-FEET MINIMUM, OR LENGTH AS SHOWN ON DRAWINGS AND FILL WITH CONCRETE.

AutoCAD SHX Text
3 LF CLASS 'B' CONCRETE

AutoCAD SHX Text
ON DRAWINGS

AutoCAD SHX Text
CONCRETE

AutoCAD SHX Text
RESTRAINED CAP OR PLUG

AutoCAD SHX Text
EXISTING PIPE TO REMAIN IN SERVICE

AutoCAD SHX Text
PUMPABLE FLOWABLE FILL INJECTION POINT

AutoCAD SHX Text
PERMANENT PLUG

AutoCAD SHX Text
LENGTH AS SHOWN

AutoCAD SHX Text
ABANDONED EXISTING PIPE  TO BE FILLED  WITH PUMPABLE FLOWABLE FILL

AutoCAD SHX Text
REMOVE 4-FEET MINIMUM, OR LENGTH AS SHOWN ON DRAWINGS. 

AutoCAD SHX Text
CONCRETE

AutoCAD SHX Text
ON DRAWINGS

AutoCAD SHX Text
3 LF CLASS 'B' 

AutoCAD SHX Text
PUMPABLE FLOWABLE FILL INJECTION POINT

AutoCAD SHX Text
PLUG OR CAP PIPE END

AutoCAD SHX Text
BLIND FLANGE

AutoCAD SHX Text
ABANDONED EXISTING PIPE 

AutoCAD SHX Text
EXISTING PIPE TO REMAIN IN SERVICE

AutoCAD SHX Text
ABANDONED EXISTING PIPE 


	Sheets and Views
	8X11


