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PROVIDE DRAINAGE AWAY FROM THE WASH RACK TO A SEDIMENT-TRAPPING DEVICE.
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EXISTING PUBLIC ROAD OR OTHER OFF-SITE PAVEMENT
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PRESSURIZED WATER SOURCE (CONTINGENT UPON WATER MAIN INSTALLATION)
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KEEP A BROOM AND SHOVEL CLOSE TO THE RACK TO CLEAN THE STREET.
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WASH RACK
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20'-0" MINIMUM
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12'-0" MINIMUM
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IT IS ADVISABLE TO PROVIDE A SEPARATE  ENTRANCE TO LIMIT TRAFFIC ACROSS THE RACK AND REDUCE WEAR AND MAINTENANCE.
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THE LOCATION MUST SLOPE AWAY FROM THE STREET OR STEPS MUST BE TAKEN (GRADING, DIVERSIONS, ETC.) TO PREVENT RUNOFF FLOWING INTO THE STREET.
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FOUNDATION OF 8" COMPACTED CRUSH AND RUN STONE
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FILTER FABRIC
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**THE FOLLOWING IS AN EXAMPLE OF AN ACCEPTABLE WASH RACK.  OTHER APPROVED METHODS MAY BE UTILIZED.
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ONE SECTION OF REINFORCED CONCRETE CATTLEGUARD
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3" WASHED STONE UNDER & BETWEEN SLATS TO DRAIN WATER AND SEDIMENT AWAY FROM THE RACK
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MAINTENANCE: 1. MAINTAIN THE STONE AND REFRESH AS MAINTAIN THE STONE AND REFRESH AS NEEDED TO PREVENT MUD OR SEDIMENT FROM LEAVING THE CONSTRUCTION SITE. 2. IMMEDIATELY REMOVE ALL MATERIALS IMMEDIATELY REMOVE ALL MATERIALS SPILLED, WASHED, OR TRACKED ONTO PUBLIC ROADWAYS.
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