
DETAIL No.
STANDARD TEMPORARY STREAM CROSSING - FORD

EFFECTIVE: 07/01/24

AutoCAD SHX Text
4000.11

AutoCAD SHX Text
SHEET 2 OF 3

AutoCAD SHX Text
1871

AutoCAD SHX Text
R

AutoCAD SHX Text
C

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
A

AutoCAD SHX Text
T

AutoCAD SHX Text
N

AutoCAD SHX Text
,

AutoCAD SHX Text
R

AutoCAD SHX Text
O

AutoCAD SHX Text
H

AutoCAD SHX Text
C

AutoCAD SHX Text
A

AutoCAD SHX Text
Y

AutoCAD SHX Text
I

AutoCAD SHX Text
O

AutoCAD SHX Text
L

AutoCAD SHX Text
R

AutoCAD SHX Text
5-FT MAXIMUM BANK HEIGHT

AutoCAD SHX Text
STREAM CHANNEL

AutoCAD SHX Text
STONE OVER FILTER FABRIC

AutoCAD SHX Text
STONE APPROACH SECTION 5:1 MAXIMUM SLOPE ON ROAD

AutoCAD SHX Text
SURFACE FLOW DIVERSION

AutoCAD SHX Text
SURFACE FLOW   DIVERSION

AutoCAD SHX Text
ORIGINAL STREAMBANK

AutoCAD SHX Text
STONE

AutoCAD SHX Text
SURFACE FLOW   DIVERSION

AutoCAD SHX Text
STREAM CHANNEL

AutoCAD SHX Text
STREAM CHANNEL

AutoCAD SHX Text
FILTER FABRIC

AutoCAD SHX Text
SILT FENCE ON ALL FOUR SIDES

AutoCAD SHX Text
TOP OF STONE TO MATCH EXISTING ADJACENT STREAM BED

AutoCAD SHX Text
MAINTENANCE: INSPECT PERIODICALLY AND AFTER MAJOR RAINFALLS TO CHECK FOR CHANNEL BLOCKAGE, EROSION OF ABUTMENTS, CHANNEL DEGRADATION, RIPRAP DISPLACEMENT, AND SLOPE FAILURE. MAKE NEEDED REPAIRS IMMEDIATELY.

AutoCAD SHX Text
NTS

AutoCAD SHX Text
NOTE: STONE SIZE TO BE PROVIDED BY ENGINEER


	Sheets and Views
	Model


