
DETAIL No.
STANDARD PUBLIC TRAIL SIGNS

MUTCD
MUTCD

EFFECTIVE:07/01/24

AutoCAD SHX Text
9700.01

AutoCAD SHX Text
1871

AutoCAD SHX Text
R

AutoCAD SHX Text
C

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
A

AutoCAD SHX Text
T

AutoCAD SHX Text
N

AutoCAD SHX Text
,

AutoCAD SHX Text
R

AutoCAD SHX Text
O

AutoCAD SHX Text
H

AutoCAD SHX Text
C

AutoCAD SHX Text
A

AutoCAD SHX Text
Y

AutoCAD SHX Text
I

AutoCAD SHX Text
O

AutoCAD SHX Text
L

AutoCAD SHX Text
R

AutoCAD SHX Text
%%UFRONT VIEW

AutoCAD SHX Text
POST MOUNTING DETAIL

AutoCAD SHX Text
TRAIL/GREENWAY

AutoCAD SHX Text
1'-0" DIA.

AutoCAD SHX Text
4"

AutoCAD SHX Text
2'-0"

AutoCAD SHX Text
1'-6"

AutoCAD SHX Text
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NOTES:  :  1. COLOR CODE REFERENCE THE PANTONE MATCHING SYSTEM. 2. ALL VISIBLE WELDS TO BE CONTINUOUS AND GROUND TO PROVIDE A SMOOTH SURFACE. 3. SIGN SHALL BE 0.125 MINIMUM GAUGE ALUMINUM, GRADE 6061 OR BETTER.  4. ALL REFLECTIVE LETTERING SHALL BE '3M HIGH INTENSITY GRADE PRISMATIC REFLECTIVE SHEETING SERIES 3930' OR APPROVED EQUIVALENT. 5. SIGN SHALL MEET CURRENT MUTCD REQUIREMENTS FOR COLOR AND REFLECTION.  REQUIREMENTS FOR COLOR AND REFLECTION. 6. IF MUTCD W1-5 SIGN FACE IS TO BE MOUNTED ON SAME POLE, STEEP SLOPE  W1-5 SIGN FACE IS TO BE MOUNTED ON SAME POLE, STEEP SLOPE SIGN FACE SHALL BE MOUNTED PER HEIGHT SPECIFICATIONS ABOVE, AND CURVES AHEAD SIGN SHALL BE MOUNTED DIRECTLY BELOW.
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